
High quality simple design standalone fingerprint keypad time attendance m
achine for office





Model DH-C5
TFT 2.4 inch TFT
Fingerprint Sensor (Energy-saving)Optical Fingerprint Sensor (Resolution:500DPI)
CPU 32bit CPU
Fingerprint Capacity 600
Log Capacity 150,000 events
Communication USB
Identification Mode Fingerprint, Password,
USB Flash Drive Up/Download Available
Record Query Available(people can query their own attendance record after

authentication)
Rotational Angle Total Rotational Angle
Effective collecting 16*16mm
Identification Time <=1s
FRR <=0.1%
FAR <=0.0001%
Operating Mode Off-line / Online
Authentication Mode 1:1, 1:N
Language Chinese, English,
Voice Prompt Available
Power Management Auto Sleep Time, Auto Power Off Time
Power Adapter DC 5V/1A
Operating Environment Operating Temp:0 degree celsius ~+45 degree Celsius

Humidity(RH):20%~80%



Size of the Terminal 170(L)*118W)*30(H) mm
Size of the Packing 255(L)*145(W)*50(H) mm
Weight Weight 0.65 KG

Features:
Suitable for the employees attendances of office, factory, hotel, school, etc.
Adopting the energy-saving fingerprint sensor and power management function.
Make time tracking easy, reduce the administration workload.
Does not need software, T9 input method editors, name, department, frequency and other information,
can be directly output attendance reports.
2.4 inch TFT LCD display screen, USB flash drive download.


