KILIT BLOK APP RF tus takimi kilidi Entelektiiel giivenlik kilitleri, IC One-Card-Pass sisteminin bir
parcasidir. Kilitleme sisteminin islevleri ¢cok gugludur ve ¢ok kolay kullanilir. Kilitler modern ofislere, ofis
binalarina, yuksek sinif dairelere, villalara vb. Uygulanabilir.
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Uygulama TT Kilidi akill bir blok yénetim yazilimidir. APP blogu BLE bluetooth iletisimi {izerinden
baglar, kullanici1 APP’deki islem kayitlarin1 okuyarak, yazilim kilidini, kilidini agabilir, giincelleyebilir.



The Features of APP
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IC Cards Records Settings

Send Passcode

Send eKey Send Passcode
Permanent Timed One-time Erase
eKey Type Timed One-time Erase Customized Cyclic
Generate .
Recipient Enter Recipient's Account - Start Time 2018.09.21 17:00
Please Enter a Name for this This P4 e MUST BE used at least Once _ End Time 2018.09.2117:00
Name > ym Cutrent e, or it will b ENDED for S t
ekey
Set Passcode
Start Time 2018.09.21 18:04
You can Confi 2 eds
End Time 2018.09.21 19:04 ire th

a Gateway.

Records Settings
Searcl Lock Number $202C_353c53
2018.09.19 MAC/ID D8:64:A5:53:3C:35/1277856
01
(9] Battery - 100%
16:32:15 unlock with APP success
@ Cardo1 Validity Period Permanent
16:20:39 unlock with IC card success
Lock Name 201988
09489905
16:20:25 unlock with Passcode 09489905 Lock Group Ungrouped >
SUCCESS
Admin Passcode 4968669
0 13128711855 '
— 16:19:57 unlock with APP success
Lock Time
O 13128711855
16:16:37 unlock with APP success Lock Sound
@ Card(1 Unlock Remotely Off
16:16:10 unlock with IC card success
Diagnosis
79470944
16:15:53 unlock with Passcode 79470944 Firmware Update
SUCCESS

n 13128711855 Attendance »



Islev:

Dort bagimsiz kilit agma yontemi: kilit agma yontemleri: Bluetooth, kombinasyon, kart ve mekanik
anahtar

Tusa Basma diigmesine dokunarak sifre girisi

Mikrodalga indilksiyonu

Kilidi agmanin yollar1 gerektigi gibi ayarlanabilir. IC kartlarini veya sifrelerini ayr1 ayr1 agmak icin
kullanin / Yalnizca IC kartlarini ve birlikte kullanilan sifreleri bloklar: acabilir.

Kartlar kilit sistemi tarafindan ayarlanir ve yazilim gerekli degildir. 2 yonetim kart1 ve maksimum 200
kart.

Sifreler istenildigi gibi degistirilebilir. Kapiy1 en fazla agmak icin 1 yonetim sifresi ve 50 sifre.
Sifreleri girerken daginik kodlar kullanilabilir. Maksimum 12 hane.

Alkalin pil, dusuk tuketim ve uzun émir ile ¢alisir.

Elektrik kesintisi gostergesi, kullanilabilir harici kaynak.



